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Report of Tractor Technical Committee approved July 1970, Conforms to ASAE S336. 

2. Purpose—The purpose of this standard is to establish requirements 
of a protective enclosure for the protection of operators on wheel type 
agricultural and industrial tractors that will minimize the possibility 
of operator injury resulting from accidental upsets during normal opera- 
tion. General requirements for the protection of operators are specified 
in SAE J333. 

2. Scope 

2.1 This standard specifies test procedures and performance require- 
ments for wheel type agricultural and industrial tractors equipped with 
protective enclosures necessary to fulfill the intended purposes. 

2.2 The test procedures and performance requirements outlined in 
this standard are based on current available engineering data. 

3* Definitions 

3.1 An agricultural tractor is defined in SAE J333 and SAE J334, 
paragraph 3.1. 

3.2 An industrial tractor is defined in SAE J333, and SAE J334, 
paragraph 3.2. 

3.3 Tractor weights are defined in SAE J334, paragraph 3.3. 

4. Description— The protective enclosure to which this standard ap- 
plies is a structure generally comprising a frame and/or compartment 
mounted on the tractor and conforming generally to Fig. 1. 

5. Test Procedures 

5,1 General— Test procedures as specified in SAE J334, paragraphs 
5.1, 5.2, 5.3, and 5.4, shall apply with additions as follows: 

5.1.1 Static and dynamic side and rear load application and location 
as described in paragraphs 6.1.1 and 6.1.2 of SAE J167 shall apply. 

5.1.2 Where movable or normally removable portions of the enclosure 
add to structural strength, they shall be placed during the test in con, 
figuration that contributes least to the structural strength. 

6. Performance Requirements 
6.1 General 

6.1.1 Protective enclosures shall meet requirements specified in SAE 
J334. 



6.1.2 Additional performance requirements as specified in paragraphs 
6.2 and 6.3 shall apply. 

6.1.3 Where protection from overhead hazards is required, protective 
enclosure shall meet requirements specified in SAE J 167. 

6.2 Glazing Performance Requirements 

6.2.1 Glazing shall conform to SAE J208. 

6.2.2 Individual pieces of glass exceeding 200 in. 2 (1290 cm 2 ) in area 
shall be mounted such that they are prevented from entering the 
operator's enclosure without breakage. 

6.3 Exit Performance Requirements— Two or more operator exits 
shall be provided in positions to avoid the possibility of both being 
blocked by the same accident. 
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